
Welcome
7KDQN�\RX�IRU�FKRRVLQJ�WKH�$GGHU/LQN�;',3�H[WHQGHUV��7KHVH�ÁH[LEOH�PRGXOHV��QRGHV��FDQ�EH�
FRQÀJXUHG�HLWKHU�DV�WUDQVPLWWHUV�RU�UHFHLYHUV�DQG�WKHQ�PL[HG�LQ�D�YDULHW\�RI�FRPELQDWLRQV�WR�VXLW���

AdderLink XDIP
Quick Start

Choosing a channel...
)URP�\RXU�UHFHLYHU��\RX�FDQ�VZLWFK�EHWZHHQ�D�ORFDOO\�FRQQHFWHG�FRPSXWHU��LI�SUHVHQW��DQG�DQ\�QXPEHU�
RI�OLQNHG�WUDQVPLWWHUV�LQ�WZR�PDLQ�ZD\V�

...using the channel list
7KH�FKDQQHO�OLVW�VKRZV�DOO�RI�\RXU�VZLWFKLQJ�
RSWLRQV�

1 ,I�WKH�FKDQQHO�OLVW�LV�QRW�DOUHDG\�GLVSOD\HG��
SUHVV�DQG�KROG�WKH�CTRL and ALT keys and 
WKHQ�SUHVV�C  Â

2 &OLFN�RQ�WKH�UHTXLUHG�FKDQQHO��RU�XVH�WKH�
XS�GRZQ�DUURZ�NH\V�DQG�(QWHU��WR�FRQQHFW� 
   

Receiver 1
Description

Name

Local Computer

Transmitter 1

Transmitter 2

Description

Description

Description

Description

#

0

1

2

3

4

5

6

7

8

...using hotkeys
+RWNH\V�RIIHU�WKH�TXLFNHVW�ZD\�WR�VZLWFK�EHWZHHQ�FKDQQHOV�

1 3UHVV�DQG�KROG�WKH�CTRL and ALT�NH\V�DQG�WKHQ�SUHVV�WKH�QXPEHU�IRU�WKH�UHTXLUHG�FKDQQHO��H�J��0 
IRU�WKH�ORFDOO\�FRQQHFWHG�FRPSXWHU��1�IRU�WKH�ÀUVW�WUDQVPLWWHU�LQ�WKH�OLVW��2�IRU�WKH�VHFRQG��HWF�

Changing the hotkeys
<RX�FDQ�FKDQJH�WKH�GHIDXOW�KRWNH\V�
WR�VXLW�\RXU�LQVWDOODWLRQ�����

1 'LVSOD\�WKH�FKDQQHO�OLVW�DQG�WKHQ�
FOLFN�WKH� �LFRQ��(QWHU�WKH�DGPLQ�
SDVVZRUG�

2 Choose the OSD Settings�SDJH�Â  

3 +HUH�\RX�FDQ�DOWHU�DOO�DVSHFWV�RI�
KRWNH\�RSHUDWLRQ�

4 )RU�PRUH�GHWDLOV��SOHDVH�VHH�WKH�
$GGHU/LQN�;',3�IXOO�XVHU�JXLGH��

ADMIN - OSD Settings

Receiver 1 Configure OSD Settings
General Language

Keyboard

OSD Mouse Launch

Hotkeys

Next Channel Hotkey

Previous Channel Hotkey

OSD Hotkey

Disconnect Hotkey

OSD Timeout

OSD Settings

Setup Channels

Manage Ports

Advanced

Software Upgrade

RECEIVER

Update this node’s OSD timeout and hotkeys.

ApplyCancel

English

gb

None

Left Ctrl Left Alt

Letter

Letter

Left Ctrl + Left Alt +

Left Ctrl + Left Alt +

Left Ctrl + Left Alt +

Left Ctrl + Left Alt + x

c

min1

Restoring an XDIP node
,Q�RUGHU�WR�REWDLQ�WKH�IXOO�EHQHÀW�RI�WKH�FRQÀJXUDWLRQ�ZL]DUG�ZKHQ�FUHDWLQJ�D�QHZ�LQVWDOODWLRQ��LW�PD\�
EH�QHFHVVDU\�WR�UHVWRUH�WKH�GHIDXOW�VHWWLQJV�WR�\RXU�;',3�QRGHV��7KLV�FDQ�EH�GRQH�LQ�WZR�ZD\V�

�� >5HFHLYHUV�RQO\@�'LVSOD\�WKH�FKDQQHO�OLVW�DQG�WKHQ�FOLFN�WKH� �LFRQ��,I�UHTXHVWHG��HQWHU�WKH�DGPLQ�
SDVVZRUG�DQG�WKHQ�FKRRVH�WKH�Software Upgrade�SDJH��&OLFN�WKH�Restore�EXWWRQ�

�� 8VH�D�QDUURZ�LPSOHPHQW��VXFK�DV�D�VWUDLJKWHQHG�RXW�SDSHU�FOLS��WR�SUHVV�DQG�KROG�WKH�UHFHVVHG�UHVHW�
EXWWRQ�RQ�WKH�IURQW�SDQHO��ZKLOH�SRZHU�LV�DSSOLHG��IRU�IRXUWHHQ�VHFRQGV��1RWH��7KH�UHVHW�EXWWRQ�LV�
ZLWKLQ�WKH�KROH�WR�WKH�OHIW�RI�WKH�86%�VRFNHW��7KH�IURQW�SDQHO�LQGLFDWRUV�ZLOO�ÁDVK�DQG�WKHQ�WKH�5HFRYHU\�
SDJH�ZLOO�EH�GLVSOD\HG��&OLFN�WKH�Restore�EXWWRQ���

INDOOR USE ONLYCOMPUTERCONSOLE

Audio 
line 
in

jack

Audio 
line 
out
jack

HDMI 
video port

12VDC power 
port 

(PoE option 
available)

USB 
ports

On TX��>2SWLRQDO@�)HHG�
WR�D�ORFDO�FRQVROH

On RX��)HHG�WR�WKH��
XVHU�FRQVROH

HDMI 
video port

USB 
port

On TX��/LQN�WR�WKH��
PDLQ�FRPSXWHU

On RX��>2SWLRQDO@�/LQN�
WR�D�ORFDO�FRPSXWHU

Data link - either 
connect directly to 

another node or 
indirectly to multiple 

others via a supported 
network switch*

�3R(������DI�VXSSRUWHG�

www.adder.com

A D D E R L I N K

LNK USB VID PWR

USB 
port 

(Console)

Indicators
LNK���LQGLFDWHV�WKH�SUHVHQFH�RI�D�YDOLG�GDWD�OLQN�
USB and VID���LQGLFDWH�DFWLYH�FRQQHFWLRQV��
PWR���LQGLFDWHV�WKH�SUHVHQFH�RI�LQSXW�SRZHU��FRORU�DOVR�
LQGLFDWHV�RYHUDOO�PRGH��TX��*UHHQ��RX��%OXH��Start of Life��5HG��

Reset 
button

&RQQHFW�DQG�SRZHU�RQ�DOO�UHTXLUHG�QRGHV��2Q�WKH�FRQVROH�FRQQHFWHG�WR�DQ�XQFRQÀJXUHG�QRGH��WKDW�
ZLOO�EHFRPH�D�UHFHLYHU��\RX�VKRXOG�VHH�WKH�:HOFRPH�VFUHHQ��7KH�QRGH·V�3:5�LQGLFDWRU�VKRXOG�EH�UHG�
DW�WKLV�VWDJH��,I�QRW��UHVWRUH�WKH�QRGH�WR�LWV�GHIDXOW�VHWWLQJV��VHH�WKH�UHDU�SDJH���&RQWLQXHG�RYHUOHDI��

�7KH�QHWZRUN�VZLWFK�PXVW�VXSSRUW�
,*03���VHH�WKH�IXOO�XVHU�JXLGH�IRU�GHWDLOV�

∂

∂

∂

∂

∂

∂

∂

∂

チャンネルを選択する… 
レシーバーから、ローカルに接続されたコン
ピューター（存在する場合）と任意の数のリ
ンクされたトランスミッターを2つの主な方法
で切り替えることができます。 
...チャンネルリストを使用する 
チャンネルリストには、すべての切り替えオプ
ションが表示されます。 
1. チャンネルリストがまだ表示されていない
場合は、CTRLキーとALTキーを押したま
まCを押します。 

2. 必要なチャンネルをクリック（または上/
下矢印キーとEnterを使用）して接続しま
す。

…ホットキーを使用する 
ホットキーは、チャンネルを切り替える最も簡単な方法を提供します。 
1. CTRLキーとALTキーを押したまま、必要なチャンネルの番号(0など)を押します。 
ローカルに接続されたコンピューターの場合、1はリストの最初のトランスミッター、2は2
番目のトランスミッターなどです。

ホットキーを変更する 
インストールに合わせてデフォルト
のホットキーを変更できます。 
1. チャンネルリストを表示し、アイ
コンをクリックする。管理者パス
ワードを入力します。 

2. OSD設定ページを選択します。 
3. ここでは、すべてのホットキー操
作を変更できます。 

4. 詳細については、AdderLink 
XDIPの完全なユーザーガイドを
参照してください。

XDIPノードの復元 
新規インストールを作成するときに構成ウィザードの利点を十分に活用するには、デフォルト設定を
XDIPノードに復元する必要がある場合があります。これは2つの方法で実行できます。 
• [受信機のみ]チャンネルリストを表示して、アイコンをクリックします。要求された場合は、管理
者パスワードを入力してから、[ソフトウェアのアップグレード]ページを選択します。 [復元]ボタ
ンをクリックします。 
• 細い道具（まっすぐに伸ばしたペーパークリップなど）を使用して、（電源が供給されている間）
フロントパネルの埋め込み式リセットボタンを14秒間押し続けます。注：リセットボタンは、
USBソケットの左側の穴にあります。フロントパネルのインジケーターが点滅し、リカバリー
ページが表示されます。 [復元]ボタンをクリックします。

ようこそ 
AdderLink XDIPエクステンダーをお選びいただきありがとうございます。これら
の柔軟なモジュール（ノード）は、トランスミッターまたはレシーバーとして構成
し、さまざまな組み合わせで組み合わせることができます。

LNK-有効なデータリンクの存在を示します。 
USBおよびVID-アクティブな接続を示します。 
PWR-入力電力の存在を示します。 
（色は全体的なモードも示します：TX：緑、RX：青、Start of Life：赤）

∂

*ネットワークスイッチはIGMPをサポートする必要があります。
詳細については、完全なユーザーガイドを参照してください。

必要なすべてのノードを接続して電源を入れます。未構成のノードに接続されているコンソールで、それがレシーバーになると、ウェルカム画
面が表示されます。この段階では、ノードのPWRインジケーターは赤になっているはずです。そうでない場合は、ノードをデフォルト設定に戻
します。（背面ページを参照。過剰負荷な接続状態です。

データリンク-別のノードに直接接続するか、サポート
されているネットワークスイッチを介して間接的に他の
複数のノードに接続します* 
（PoE 802.3afをサポート）
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�������$GGHU�7HFKQRORJ\�/LPLWHG���$OO�WUDGHPDUNV�DUH�DFNQRZOHGJHG��

3DUW�1R��0$1�46�;',3�$''(5B9���

:HE��� ZZZ�DGGHU�FRP

&RQWDFW��� ZZZ�DGGHU�FRP�FRQWDFW�GHWDLOV

6XSSRUW�� ZZZ�DGGHU�FRP�VXSSRUW

Warranty
$GGHU�7HFKQRORJ\�/WG�ZDUUDQWV�WKDW�WKLV�SURGXFW�VKDOO�EH�IUHH�IURP�GHIHFWV�LQ�ZRUNPDQVKLS�DQG�PDWHULDOV�IRU�D�SHULRG�RI�WZR�\HDUV�IURP�WKH�GDWH�
RI�RULJLQDO�SXUFKDVH��,I�WKH�SURGXFW�VKRXOG�IDLO�WR�RSHUDWH�FRUUHFWO\�LQ�QRUPDO�XVH�GXULQJ�WKH�ZDUUDQW\�SHULRG��$GGHU�ZLOO�UHSODFH�RU�UHSDLU�LW�IUHH�
RI�FKDUJH��1R�OLDELOLW\�FDQ�EH�DFFHSWHG�IRU�GDPDJH�GXH�WR�PLVXVH�RU�FLUFXPVWDQFHV�RXWVLGH�$GGHU·V�FRQWURO��$OVR�$GGHU�ZLOO�QRW�EH�UHVSRQVLEOH�IRU�
DQ\�ORVV��GDPDJH�RU�LQMXU\�DULVLQJ�GLUHFWO\�RU�LQGLUHFWO\�IURP�WKH�XVH�RI�WKLV�SURGXFW��$GGHU·V�WRWDO�OLDELOLW\�XQGHU�WKH�WHUPV�RI�WKLV�ZDUUDQW\�VKDOO�LQ�
DOO�FLUFXPVWDQFHV�EH�OLPLWHG�WR�WKH�UHSODFHPHQW�YDOXH�RI�WKLV�SURGXFW��,I�DQ\�GLIÀFXOW\�LV�H[SHULHQFHG�LQ�WKH�LQVWDOODWLRQ�RU�XVH�RI�WKLV�SURGXFW�WKDW�
\RX�DUH�XQDEOH�WR�UHVROYH��SOHDVH�FRQWDFW�\RXU�VXSSOLHU�

RECEIVER TRANSMITTER

SETUP - Receiver or Transmitter?
Is this node a receiver or transmitter? After restoring to defaults
you can change this in the future.

English

Welcome
Please choose your language and keyboard layout.

00:0F:58:02:DF:3B C1.00.00|

gb

OK

SETUP - Basic Information
Enter the names, descriptions and admin password for this
receiver.

Receiver Name

Receiver Description

Computer Name

Computer Description

New Admin Password

Confirm Admin Password

Description

Local Computer

Description

Password for Node Configuration

Password for Node Configuration

Receiver 1

Cancel OK

SETUP - Basic Information
Enter the name, description, and admin and access password for
this transmitter.

Transmitter Name

Transmitter Description

New Admin Password

New Access Password

Confirm Admin Password

Confirm Access Password

Description

Password for Node Configuration

Password for User Access

Password for Node Configuration

Password for User Access

Transmitter 2

Cancel OK

SETUP - Channel Selection
Select which nodes to add as channels.‘SoL’ marks nodes that are
yet to be configured and ‘TX’ denotes available transmitters.

# Name

AdderLink XDIP 02DF3B

Description

Description

Description

NEXTBACK

SoL

Transmitter 1TX

SETUP - Channel Selection
Select which nodes to add as channels.‘SoL’ marks nodes that are
yet to be configured and ‘TX’ denotes available transmitters.

# Name

Transmitter 1

Description

Description

NEXTBACK

1

Transmitter 2 DescriptionTX

SETUP - Customise the Channel Order
Drag and drop the channels into your preferred order.

# Name

Transmitter 1

Description

Description

DONEBACK

1

3

4

5

6

7

8

Transmitter 2 Description2

START HERE:�8VLQJ�WKH�VFUHHQ��NH\ERDUG�DQG�PRXVH�FRQQHFWHG�WR�
D�QRGH�WKDW�ZLOO�EH�D�UHFHLYHU��\RX�VKRXOG�VHH�WKH�:HOFRPH�VFUHHQ��

1 ,I�QHFHVVDU\��FKDQJH�WKH�ODQJXDJH�DQG�NH\ERDUG�OD\RXW��&OLFN�2.�

2 &OLFN�WKH�RECEIVER�RSWLRQ�WR�PDNH�WKLV�QRGH�D�UHFHLYHU��

<RX�ZLOO�QRZ�VHH�D�OLVW�RI�DOO�GLVFRYHUHG�;',3�QRGHV��,I�DQ�HQWU\�
VKRZV�SoL �6WDUW�RI�/LIH��WKHQ�LW�LV�XQFRQÀJXUHG��WKDW�QRGH·V�3:5�
LQGLFDWRU�ZLOO�DOVR�VKRZ�UHG���2WKHUZLVH��DQ\�FRQÀJXUHG�;',3�
WUDQVPLWWHU�QRGH�ZLOO�VKRZ�TX�

1RWHV�

�� ,I�\RX�DUH�DGGLQJ�VHYHUDO�QRGHV�DW�RQFH�DQG�QHHG�WR�LGHQWLI\�D�
SDUWLFXODU�QRGH���FOLFN�WKH� �LFRQ�WR�ÁDVK�WKH�IURQW�SDQHO�LQGLFDWRUV�RI�
WKH�FKRVHQ�QRGH�LQ�WKH�OLVW�

�� ,I�QRGHV�KDYH�EHHQ�DGGHG�VLQFH�GLVSOD\LQJ�WKH�OLVW��FOLFN�WKH� �LFRQ�WR�
UHIUHVK�WKH�OLVW�

�� 3DVVZRUGV�FDQ�EH�OHIW�EODQN��EXW�WKLV�LV�QRW�UHFRPPHQGHG�

4 &OLFN�DQ�HQWU\�PDUNHG�SoL�WR�FRQÀJXUH�LW�DV�D�WUDQVPLWWHU��

7KH�GLVFRYHUHG�QRGHV�ZLOO�EH�DJDLQ�OLVWHG��VKRZLQJ�DQ\�FKDQJHV�\RX�
KDYH�PDGH�WR�WKH�QDPH�V��DQG�GHVFULSWLRQ�V��

6 5HSHDW�VWHSV���DQG���IRU�HDFK�OLVWHG�SoL node.

�� (QVXUH�WKDW�DOO�WKH�WUDQVPLWWHUV����PD[LPXP���WR�ZKLFK�\RX�ZLVK�
WR�FRQQHFW�IURP�WKLV�UHFHLYHU��VKRZ�D�QXPEHU�LQ�WKH�OHIW�KDQG�
FROXPQ��,I�DQ�HQWU\�VKRZV�TX��LW�LV�\HW�WR�EH�FRQQHFWHG��&OLFN�RQ�
WKH�HQWU\�WR�FRQQHFW�LW�ZLWK�WKLV�UHFHLYHU��LI�D�SDVVZRUG�LV�VHW�RQ�
WKH�WUDQVPLWWHU��\RX�ZLOO�EH�DVNHG�WR�HQWHU�LW��2QFH�VXFFHVVIXOO\�
FRQQHFWHG��WKH�TX�IRU�WKH�HQWU\�ZLOO�FKDQJH�WR�D�QXPEHU�������

��:KHQ�DOO�WUDQVPLWWHUV�KDYH�EHHQ�FRQQHFWHG��FOLFN�1(;7����

9 <RX�FDQ�QRZ�RSWLRQDOO\�FKDQJH�WKH�RUGHU�RI�WUDQVPLWWHUV�LQ�WKH�
FKDQQHO�OLVW��&OLFN��KROG�DQG�GUDJ�DQ�HQWU\�WR�WKH�UHTXLUHG�VORW�

���:KHQ�DOO�WUDQVPLWWHUV�DUH�LQ�WKH�UHTXLUHG�RUGHU��FOLFN�'21(�

11 7KH�UHFHLYHU�ZLOO�QRZ�VKRZ�WKH�&KDQQHO�/LVW��VHH�WKH�UHDU�SDJH�. 
)URP�KHUH�\RX�FDQ�FKRRVH�EHWZHHQ�D�ORFDO�FRPSXWHU��LI�
FRQQHFWHG�WR�\RXU�UHFHLYHU��RU�DQ\�RI�WKH�DVVRFLDWHG�WUDQVPLWWHUV�

�� (QWHU�WKH�GHWDLOV�IRU�WKLV�WUDQVPLWWHU��LQFOXGLQJ�WZR�VHSDUDWH�
SDVVZRUGV��RQH�IRU�DGPLQ�FRQÀJXUDWLRQ�SXUSRVHV�DQG�WKH�RWKHU�WR�
UHVWULFW�XVHU�DFFHVV�WR�WKLV�WUDQVPLWWHU��&OLFN�2.��

3 (QWHU�WKH�GHWDLOV�IRU�WKLV�UHFHLYHU��LQFOXGLQJ�WKH�SDVVZRUG��UHTXLUHG�
IRU�DGPLQ�DFFHVV�WR�WKH�FRQÀJXUDWLRQ�GHWDLOV���&OLFN�2.�

∂ここから開始：受信機となるノードに接続された画面、キーボード、 
　　　　　　　　　   およびマウスを使用して、ようこそ画面が表示されます。

∂1 必要に応じて、言語とキーボードレイアウトを変更します。 [OK]をクリックします。

∂2 RECEIVERオプションをクリックして、このノードをレシーバーにします。

∂3 パスワードなど、このレシーバーの詳細を入力します。 
（構成の詳細への管理者アクセスに必要です） OKをクリックします。

∂
∂

 検出されたノードが再びリストされ、名前と説明に加えた変更がすべて表示されます。 
 インジケータも赤く表示されます。

検出されたすべてのXDIPノードのリストが表示されます。 
エントリーの場合SoL（Start of Life）が表示され、構成解除されている 
（そのノードのPWR）それ以外の場合、構成済みのXDIPトランスミッター 
ノードにはTXが表示されます。

∂

NOTE 
• 一度に複数のノードを追加していて、特定のノードを識別する必要がある場合は、
アイコンをクリックして、リストで選択したノードのフロントパネルインジケータ
を点滅させます。 
• リストを表示してからノードが追加されている場合は、リストを更新するをクリッ
クします。パスワードは空白のままにすることができますが、これはお勧めでき
ません。 

4 SoLとマークされたエントリーのアイコンをクリックして、トランスミッタとして 
   構成します。

∂
5 このトランスミッターの詳細を入力します。2つの個別のパスワードを 
　含みます。1つは管理設定用で、もう1つはこのトランスミッターへの 
　ユーザーアクセスを制限するためのものです。ここではOKをクリック 
　します。

10 すべてのトランスミッタが必要な順序になったら、[完了]をクリックします。 
11 レシーバーにチャンネルリストが表示されます（1ページ目を参照）。ここか 
     ら、ローカルコンピューター（受信機に接続されている場合）または関連する 
     送信機のいずれかを選択できます。

∂

6 リストされたSoLノードごとに手順4と5を繰り返します。 
7 このレシーバーから接続するすべてのトランスミッター（最大8つ）の左側の列に番号 
   が表示されていることを確認します。エントリにTXが表示されている場合は、まだ接 
   続されていません。エントリをクリックして、このレシーバーに接続します。送信機に 
   パスワードが設定されている場合、パスワードの入力を求められます。接続に成功す 
   ると、エントリのTXが番号に変わります。 
8 すべての送信機が接続されたら、[次へ]をクリックします。 
9 これで、オプションでチャンネルリスト内の送信機の順序を変更できます。エントリ 
   をクリックして押したまま、必要なスロットにドラッグします。

∂
保証 
Adder Technology Ltdは、この製品に、最初の購入日から2年間、仕上がりと材料に欠陥がないことを保証します。保証期間中に通常の使用で製品
が正常に動作しない場合、Adderは無料で交換または修理します。誤用やAdderの制御の及ばない状況による損害については、責任を負うことはでき
ません。また、Adderは、この製品の使用により直接的または間接的に生じた損失、損傷、または怪我の責任を負いません。この保証の条件に基づく
Adderの全責任は、すべての状況において、この製品の交換価値に限定されるものとします。この製品のインストールまたは使用で解決できない問題が
発生した場合は、サプライヤに連絡してください。

Web: www.adder.com

Contact: www.adder.com/contact

Support: www.adder.com/support
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